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Ultrasonic Cleaner USC-02 

USC-02 The USC-02 is Ultrasonic Cleaner designed for the 
cleaning of optical fiber using the FH-40, 50, 60 and 100  
series of Fujikura Fiber Holder. By using this equipment 
the fiber can be cleaned after stripping without any 
physical contact. 
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The applicable fiber holder is the FH-40, 
FH-50, FH-60 and FH-100 series. 
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 SPECIFICATIONS 
 Applicable fibers  Single optical fiber 
 Applicable  
 Fiber holder  FH-40, 50, 60 and 100 series 

 Recommended fluid  Ethyl-alcohol 

 Fiber cleaning length  54 mm(max), adjustable 

 Cleaning time setting  1 to 99sec. 
 Tank capacity  24cc to 45cc 
 Ultrasonic frequency  50kHz 
 Output  10W (max.) 
 Power supply  100 to 240V AC / 50 to 60Hz with ADC-10 

 Voltage polarity  Positive 
 Operating  
 environment  0 to 40 degree C, 0 to 95%RH (no dew) 

 Dimensions  95W x 190D x 157H mm 
 Weight  1.0kg 

 STANDARD PACKAGE 
 Description  Model  Q'ty 
 Ultrasonic Cleaner  main body  USC-02  1 pc. 

 Lid  LID-02  1 pc. 

 AC Adapter  ADC-10  1 pc. 

 AC Power Cord  ACC-08~12  1 pc. 

 Instruction Manual   -  1 pc. 
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